TASA

PN20 Brass NRS Gate Valve (Threaded)
Model: GV-01
Specification
Design standard: BS5154
Screwed-In bonnet « Solid Wedge Disc
Non-Rising Stem ¢ Integral Seat * Asbestos Free Threaded to BS
21 (ISO7)/BSPT / ASME B1.20.1 Size Range:
15mm(1/2")~100mm(4")
Pressure Ratings
Working Pressure 20 bar WOG Non-Shock
10.3 bar Saturated Steam
Testing Pressure Shell: 30 bar Hydrostatic
Seat: 22 bar Hydrostatic
| 11 5.5 bar Air
3 [ 10 Suitable Media Water, Oil, Gas
! 9 Working temperature 930C
5
| 7 Material List
! 8 Part Name Material Specification
6
o T 2 1.Body Brass CW617N
{ 4 2.Bonnet Brass CW617N
| 3
\ 1 3.Disc Brass CW617N
| Ty
w 4.Stem Brass CW617N
a 5.Packing Nut Brass CW617N
BRI 6.Lock Nut Brass CWB17N
: 7.Stem rin Brass CW617N
i ?
¢ ‘ t 8.Packing ring PTFE
L 9.Handwheel Aluminum
10. Washer Stainless steel
. . 11. Nut Stainless steel
Dimension
DN mm 15 20 25 32 40 50 65 80 100
Inch 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4
D(mm) 13 19 25 32 38 50 59 70 92
t(mm) 14 15.5 17 24 24.5 25.5 26.5 33 33
L(mm) 47 53 58 73 81 85 97 112 122.5
H(mm) 69 81 92 115 133 157 193 207 265
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