
Wafer Type Butterfly Valve

Model: BT-01

Features

1. Long service life with reliable seal and without frequent maintenance.

2. Pressure Loss
Too much pressure loss will bring increased cost of correlative energy. Butterfly valve have flow
characteristics three times better than globe valve, and about 75% of a same size gate valve.

3. Multi-Function
Butterfly valve can be used for on/off service and throttling.
They are superior in Multi-function as compared to gate valves. Butterfly valve can be widely used in
chemical field due to trim options and choice of elastomeric liner.

4. Weight
Butterfly valve have feature of light in weight and small in size, for example, weight and size of a 10”
butterfly valve are 1/9 and 1/6 of a 10” gate valve. So, butterfly valve is easy to be installed and saves
cost of piping system.

5. Bubble Tight
Butterfly valve with resilient seat design can be bubble tight as compared to metal seated gate or globe
valves.

6. Easy of operation
Butterfly valve offer 90-degree open to close.

7. Maintenance
Properly installed butterfly valves are self-cleaning and are less susceptible to failure due to trash material
in pipe.

Specification
ISO 10631

EN 1092-2, BS4504 
ISO 5752

EN 12266, ISO5208 
ISO 5211
-10oC ~ 110oC
16bar
18bar
24bar
Water

Design

End Flange
Face to Face

Pressure Test
Top Flange
W.T.
W.P.
Seal Test
Body Test
Service
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Wafer Type Butterfly Valve

Main Dimensions 

Size
DN]

L±2
[mm]

50 43 
65 46 
80 46 

100 52 
125 56 

DN50- DN150 Lever Operated

Material Specifications
No 
1 
2 
3 
4 

Part name 

Shaft 
Disc
Seat
Body

Material 

AISI420
DI/ CF8
EPDM
DI 

5 Shaft AISI420
6 Bush PTFE
7 O-ring EPDM
8 Hand Lever Iron/ Alu.
9 Bolt AISI210

H±3
[mm]
190
232
244
276
308

H1
[mm]
125.5
145.5
150
167
181

H2
[mm]
15
15
15
19
19

ISO 5211 - TOP FLANGE PN16Overal Dimensions

[mm]
9x9
9x9
9x9

11x11
14x14

Type

F05
F05
F05
F07
F07

¢C1
[mm]
50
50
50
70
70

¢E
[mm]

65
65
65
90
90

n-¢d

4-¢19
4-¢19
8-¢19
8-¢19
8-¢19

¢C
[mm]
125
145
160
180
210

10 Nut AISI201
11 Spring Washer AISI201
12 Flat Washer AISI304

n-¢d

4-¢19
4-¢19
8-¢19
8-¢19
8-¢19

¢C
[mm]
125
145
160
180
210

n1-¢d1

4-¢8
4-¢8
4-¢8
4-¢10
4-¢10

PN10

Specification
ISO 10631

EN 1092-2, BS4504 
ISO 5752

EN 12266, ISO5208 
ISO 5211
-10oC ~ 110oC
16bar
18bar
24bar
Water

Design

End Flange
Face to Face

Pressure Test
Top Flange
W.T.
W.P.
Seal Test
Body Test
Service

150 56 340 195 19 14x14 F07 7090 8-¢23 240 8-¢232404-¢10
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Wafer Type Butterfly Valve

Main Dimensions 

Size
DN]

L±2
[mm]

50 43 
65 46 
80 46 

100 52 
125 56 

DN50- DN300 Gear Operated

Material Specifications
No 
1 
2 
3 
4 

Part name 

Shaft 
Disc
Seat
Body

Material 

AISI420
DI/ CF8
EPDM
DI 

5 Shaft AISI420
6 Bush PTFE
7 O-ring EPDM
8 Wormgear Assembly Set
9 Bolt AISI210

H±3
[mm]
190
232
244
276
308

H1
[mm]
125.5
145.5
150
167
181

H2
[mm]
15
15
15
19
19

ISO 5211 - TOP FLANGE PN16Overal Dimensions

[mm]
9x9
9x9
9x9

11x11
14x14

Type

F05
F05
F05
F07
F07

¢C1
[mm]
50
50
50
70
70

¢E
[mm]

65
65
65
90
90

n-¢d

4-¢19
4-¢19
8-¢19
8-¢19
8-¢19

¢C
[mm]
125
145
160
180
210

10 Spring Washer AISI201
11 Flat Washer AISI201
12 Locking Ring AISI304

n-¢d

4-¢19
4-¢19
8-¢19
8-¢19
8-¢19

¢C
[mm]
125
145
160
180
210

n1-¢d1

4-¢8
4-¢8
4-¢8
4-¢10
4-¢10

PN10

Specification
ISO 10631

EN 1092-2, BS4504 
ISO 5752

EN 12266, ISO5208 
ISO 5211
-10oC ~ 110oC
16bar
18bar
24bar
Water

Design

End Flange
Face to Face

Pressure Test
Top Flange
W.T.
W.P.
Seal Test
Body Test
Service

150 56 340 195 19 14x14 F07 7090 8-¢23 240 8-¢232404-¢10
200 60 404 229 25 17x17 F10 102125 8-¢23 295 12-¢232954-¢12
250 68 484 271.5 25 22x22 F10 102125 12-¢23 355 12-¢233504-¢12
300 78 551.5 310 27 22x22 F10 102125 12-¢23 410 12-¢234004-¢12
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Wafer Type Butterfly Valve

Main Dimensions 

Size
DN]

L±3
[mm]

350 78 

DN350 Gear Operated

Material Specifications
No 
1 
2 
3 
4 

Part name 

Body 
O-ring
Bottom Cap
Bolt

Material 

DI + EPDM
NBR
DI
AISI201 

5 Disc DI/ CF8
6 Shaft AISI420
7 Pin 45#
8 Bush PTFE
9 O-ring EPDM

H±3
[mm]
615.5

H1
[mm]
324.8

H2
[mm]
30

ISO 5211 - TOP FLANGE PN16Overal Dimensions

[mm]
22x22

Type

F10

¢C1
[mm]
102

¢E
[mm]
125

n-¢d

16-¢23

¢C
[mm]
470

10 Bolt AISI201
11 Spring Washer AISI201
12 Flat Washer AISI201
13 Worm Gear Assembly Set

Specification
ISO 10631

EN 1092-2, BS4504 
ISO 5752

EN 12266, ISO5208 
ISO 5211
-10oC ~ 110oC
16bar
18bar
24bar
Water

Design

End Flange
Face to Face

Pressure Test
Top Flange
W.T.
W.P.
Seal Test
Body Test
Service

n-¢d

16-¢28

¢C
[mm]
460

n1-¢d1

4-¢12

PN10
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Wafer Type Butterfly Valve

Main Dimensions 

Size
DN]

L±3
[mm]

400 86 
450 105 
500 127 
600 152 

DN400- DN600 Gear Operated

Material Specifications
No 
1 
2 
3 
4 

Part name 

Body 
O-ring
Bottom Cap
Bolt

Material 

DI + EPDM
NBR
DI
AISI201 

5 Disc DI/ CF8
6 Shaft AISI420
7 Pin 45#
8 Bush PTFE
9 O-ring EPDM

H±3
[mm]
718
769
847
984

H1
[mm]
388
414.5
462
532

H2
[mm]
35
35
45
55

ISO 5211 - TOP FLANGE PN16Overal Dimensions

[mm]
27x27
27x27
32x32
36x36

Type

F14
F14
F14
F16

¢C1
[mm]
140
140
140
165

¢E
[mm]
175
175
175
210

n-¢d

16-¢28
20-¢28
20-¢28
20-¢31

¢C
[mm]
525
585
650
770

10 Bolt AISI201
11 Spring Washer AISI201
12 Flat Washer AISI201
13 Worm Gear Assembly Set

Specification
ISO 10631

EN 1092-2, BS4504 
ISO 5752

EN 12266, ISO5208 
ISO 5211
-10oC ~ 110oC
16bar
18bar
24bar
Water

Design

End Flange
Face to Face

Pressure Test
Top Flange
W.T.
W.P.
Seal Test
Body Test
Service

n-¢d

16-¢31
20-¢31
20-¢34
20-¢37

¢C
[mm]
515
565
620
725

n1-¢d1

4-¢18
4-¢18
4-¢18
4-¢22

PN10
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Wafer Type Butterfly Valve

Main Dimensions 

Size
DN]

L±3
[mm]

700 163 
800 188 
900 203 

1000 216 
1200 254 

DN700- DN1200 Gear Operated

Material Specifications
No 
1 
2 
3 
4 

Part name 

Body 
O-ring
Bottom Cap
Bolt

Material 

DI + EPDM
NBR
DI
AISI201 

5 Disc DI/ CF8
6 Shaft AISI420
7 Pin 45#
8 Bush PTFE
9 O-ring EPDM

H±3
[mm]
1120
1250
1355
1490
1815

H1
[mm]
602.5
662.5
715
795
955

H2
[mm]
85
85

100
120
130

ISO 5211 - TOP FLANGE PN16Overal Dimensions
b

[mm]
2 x 18
2 x 18
2 x 20
2 x 22
2 x 28

Type

F25
F25
F25
F25
F30

¢C1
[mm]
254
254
254
254
298

¢E
[mm]
300
300
300
300
350

n-¢d

24-¢31
24-¢34
28-¢34
28-¢37
32-¢40

¢C
[mm]
840
950

1050
1170
1390

10 Bolt AISI201
11 Spring Washer AISI201
12 Flat Washer AISI201
13 Worm Gear Assembly Set

n-¢d

24-¢37
24-¢40
28-¢40
28-¢43
32-¢49

¢C
[mm]
840
950
1050
1160
1380

n1-¢d1

8-¢18
8-¢18
8-¢18
8-¢18
8-¢22

PN10

Specification
ISO 10631

EN 1092-2, BS4504 
ISO 5752

EN 12266, ISO5208 
ISO 5211
-10oC ~ 110oC
16bar
18bar
24bar
Water

Design

End Flange
Face to Face

Pressure Test
Top Flange
W.T.
W.P.
Seal Test
Body Test
Service




